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HCHO is a kind of wondrously important industry raw material, which 
now, on the other hand, is largely used for architecture material and 
fitment material in the industry of fitment. As HCHO, the characteristic 
of which is a kind of corlorless, diffluent and pungent gas, is deemed 
to a kind of potential carcinogen and dissociative HCHO may exist in 
fitment materials for 15 years, HCHO is deemed to the most important 
infectant in the gas dection of industry and family. Now, The dection and 
control of HCHO is more and more concerned by the public people. According 
to the existing literature, there were some progress about the study of 
HCHO detection on abroad. However, of those methods, some is fussy, some 
needs costliness cost. On the other hand, there is few real-time detection 
of HCHO at home. Therefore, here we try our best to design and produce 
HCHO fast detect instrument. 
The main contents are as follows: 
1. Through the research of the current the detection of HCHO, aimed 
for the fast diction of HCHO, we design a HCHO real-time detection 
instrument.  
2.According to the demand of the detection instrument, uses AT89S51 
microchip as the core processor to design the control system, which 
control the conversion from analog signals to digit signals and RS-232 
stand serial port communication with PC computer. It realized the data 
acquisition and data communication. 
3.Based on the virtual instrument technology, we use LAabVIEW 
sofrware platform to develop the PC computer software. It realized that 
the communication with AT89S51 microchip and display the real-time data. 
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点是生成稳定的显色物质需要约 60min 的诱导期。另外，该法在含 SO2的环境中
测定有一定影响，使用 NaHSO3作为保护剂则可以消除。国内目前对此法的改进也
有一定进展，比如可以升高反应温度可以缩短生成稳定显色物质所需的时间，在
60℃的水浴中需要 14min，采用的分光光度计较典型的有 TU-1901 型双光束分光
光度计，在 414nm 波长下测量吸光度，经改进后检出限为 0.024mg/L，线性范围
为 0.05～2.0mg/L，相关系数为 0.9996，测定空气中甲醛的 低质量密度为
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不同的醛类、烯类化合物及 NO 等对测定呈正干扰或负干扰。 
④付品红法。该法也不怎么常用。原理是在甲醛存在下，亚硫酸根离子与付
品红生成紫色络合物，再根据颜色深浅测定含量。其 大吸收峰在 570nm 处，检
测限为 50ug/L。该法的优点是简便灵敏，其它醛和酚不干扰测定，缺点是褪色
快，灵敏度不高，易受温度影响，使用了有毒的汞试剂，而且生色化合物需要至






相色谱法进行分离，用气相 ECD、NPD 检测器或液相 UV、荧光检测器进行检测。
张存玲等报道了用 GC 法测定居室空气中的甲醛，空气中甲醛以水为吸收液，经





























第一章  概述 
 5
发生氧化反应，反应如下：工作电极：HCHO+H 2 O —CO 2 +4H 
+
+4e 
对电极：O 2 +4H 
+ 
+4e —2H 2 O 
总反应：HCHO+O 2 —CO 2 +H 2 O 
同时产生与甲醛浓度成正比的极限扩散电流，将电流转化为电压值就可以送
给仪表读数或记录仪记录。日本 COSMOS 公司的 XP-308 型甲醛测定仪就是采用该
原理，检测范围为 0.01～3.00ppm，分辨率 0.01ppm，90﹪响应时间≥5min,检测
误差±0.1。 
表 1-1 给出上述的几种甲醛检测方法比较： 
 
表 1-1  甲醛检测方法比较 
比较项目 方法简便程度 测定速度 灵敏度 应用范围 
分光光度法 复杂 慢 高或较高 空气污染采样检测
色谱法 复杂 慢 高，抗干扰性强 空气污染采样检测








硅胶吸附剂的玻璃管吸附空气中的甲醛，然后加入显色剂 B (KIO 4 ) ，通过颜色
比较，可快速检测甲醛含量的方法。其活化硅胶选为 80～100 目；其吸附剂组成
为活化硅胶（碱性）和显色剂 A (AHMT) 的混合物。显色原理是活化硅胶和显色
剂 A (AHMT) 的混合物、在碱性条件下利用预动力装置富集空气中的甲醛，然后
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经过模式识别后，形成模式响应面，迅速地作出定量判断； 后用 LCD 显示气体







































过串口通信发送给上位机 PC 机，系统包括单片机硬件接口电路设计和软件设计； 
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